19990328.ba v02_n479.bam.990328

>From ???@??? Mon Mar 29 04:54:01 1999
Message-Id: <199903290204.UAA17841@sco.theporch.com>
Date: Sun, 28 Mar 1999 20:04:31 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2479

			    BOATANCHORS Digest 2479

Topics covered in this issue include:

  1) synthesized VFO projects
	by Arden Allen <gumbear@pacbell.net>
  2) Re: TEK 561
	by John Kolb <jlkolb@cts.com>
  3) Need digital display DG-5 for TS-520S
	by zeitler@ibm.net
  4) Re: Kon-Tiki
	by "Ragnar Otterstad" <otterstad@inet.uni2.dk>
  5) Re: Postal MO....
	by "Wayne & Deb Harrah" <harrah@ia.net>
  6) pix of old radios, Super Skyrider
	by chuck@k1om.com
  7) Re: A Postal MO is not like a check
	by "John Dilks, K2TQN" <oldradio@worldnet.att.net>
  8) Re: Inrush Current Limiters
	by dma@islandnet.com
  9) Re: Postal MO....
	by Jan Skirrow <dma@islandnet.com>
 10) ADMINISTRIVIA: Posting Admin Requests
	by listown@jackatak.theporch.com (Mail List Owner)
 11) I Owe Someone Crystals
	by David Stinson <arc5@ix.netcom.com>
 12) Getting an "ARC-5" Transmitter On the Air.
	by David Stinson <arc5@ix.netcom.com>
 13) RCA ACR-111 receiver schematic?
	by Bill Strangfeld <bstrang@iac.net>
 14) Re: Postal MO....
	by Sandra L Knepper <slkst29+@pitt.edu>
 15) Knobs for Collins 75A4 receiver
	by "Tom Frobase" <tfrobase@ghg.net>
 16) Re: RCA ACR-111 receiver schematic?
	by Paul Bernhardt <bern@ppdu.nrl.navy.mil>
 17) Re Timonium
	by philip mccoy <dgnova@erols.com>
 18) Re RCA ACR-111
	by philip mccoy <dgnova@erols.com>
 19) Rack needed
	by "Joseph W. Pinner" <kc5ijd@sprintmail.com>
 20) What kind of antenna is this?
	by Mike Fallon <fallon@ix.netcom.com>
 21) Spring Cleaning
	by Sandra L Knepper <slkst29+@pitt.edu>
 22) Re: RCA ACR-111 receiver schematic?
	by John M Iverson <jackiv@juno.com>

----------------------------------------------------------------------
Date: Sat, 27 Mar 1999 21:56:18 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: synthesized VFO projects
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0F9A004ORJ4AZX@mta3.snfc21.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Far Circuits may have a good synthesized VFO project board for driving BA
transmitters.  Take a look at <http://www.cl.ais.net/farcir/vfo1.htm>.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Date: Sat, 27 Mar 1999 22:41:09 -0800 (PST)
From: John Kolb <jlkolb@cts.com>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: TEK 561
Message-ID: <Pine.SCO.4.05.9903272238080.18494-100000@sd.cts.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

On Sat, 27 Mar 1999, Steve wrote:

>   Can someone provide info concerning specs, reputation, reliability &
> desirability of a Tektronix  R561 B o'scope w/ 3B3 timebase & 3A1 dual
> trace amp plug-ins. Is it worth fooling with? Thanx for any assistance.
> BTW, It was a freebie, orphaned on my doorstep.

Did you at least get a good basket and blanket with the orphan?  :)

Pretty nice scope - maybe half the size and weight of a 545 type-
about 15 MHz as I recall, but could be far off on that.

John  KK6IL

------------------------------
From: zeitler@ibm.net
Message-ID: <004c01be78e7$02c388a0$ca292581@km3g>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Need digital display DG-5 for TS-520S
Date: Sat, 27 Mar 1999 22:48:34 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

My TS-520S uses a 12BY7 driver and a pair of 6146Bs in the final which will
validate this post (??):

Need the kenwood DG-5 digital display unit for the TS-520S. Must be clean
and working. For personal use.

Lane Zeitler
Ku7i
San Diego 92139

------------------------------
Message-ID: <00e201be791d$2fd73cc0$0a00a8c0@cyber>
From: "Ragnar Otterstad" <otterstad@inet.uni2.dk>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Kon-Tiki
Date: Sun, 28 Mar 1999 15:12:43 +0200
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit
Content-Transfer-Encoding: 7bit

>I see that Kon-Tike is back on the local PBS station tonight. Check those
TV
>guides.
>
>es 73 de Pete WA5JCI


For more information check out their Oslo home page :
http://www.media.uio.no/kon-tiki/museum/museum.html


73   Rag  OZ8RO  also LA5HE JW5HE


------------------------------
Message-ID: <003f01be7929$c5fc0300$09ede6ce@default>
From: "Wayne & Deb Harrah" <harrah@ia.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Postal MO....
Date: Sun, 28 Mar 1999 08:46:29 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Robert and Groupies,

The same results have been seen here regarding the P.O.s funny rules.  For
some reason, they think you'll "stiff" them for the $14.00 mo (and thus
require cash), but you won't for the shipping!

Go figure.  Me and my other BA Buddy (I asked him) go to the bank and cash
'em like regular checks, and it works fine.

But, there are other ones called "international" ones, that can be bought at
the Cust. Service counters of most drug stores; cost about the same, and
they let you write checks for them.  At least here they do, and, this isn't
HEAVEN, it's IOWA.  Ask sometime when you're there getting your Geritol
refill.

:)

Regards,

Buzz, ke0ms

+++++++++++++++++++

 > Was informed that I could pay the $115 with a check but the $14.00 would
have to be cash.

------------------------------
Message-Id: <199903281500.KAA05599@ligarius-fe0.ultra.net>
From: chuck@k1om.com
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sun, 28 Mar 1999 10:00:33 -0500
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: pix of old radios, Super Skyrider

http://www.k1om.com/oldradios1.htm
Starts off with this really nice Hallicrafters Super SkyRider friends
rescued on the way to the dump and gave me. 
73, Chuck, K1OM

----------------------------------------------------------
Chuck Grandgent, Octave Communications Inc., Salem, NH
(formerly Nexus Systems)
603-894-6110 x1017 chuck@octavecommunications.com chuck@k1om.com
http://www.octavecommunications.com http://www.k1om.com
     *** "PCs - Automobiles for the mind." ***
----------------------------------------------------------

------------------------------
Message-ID: <36FD4D88.585@worldnet.att.net>
Date: Sat, 27 Mar 1999 16:28:40 -0500
From: "John Dilks, K2TQN" <oldradio@worldnet.att.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: A Postal MO is not like a check
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Bill Hawkins wrote:
> 
> Took a $40 money order to the PO to cash when mailing the BA related
> thing that brought me the MO. The clerk told me that the new policy is
> that you have to spend at least half of the MO in the PO!  In my case,
> this was just a sheet of stamps, but the max value of a MO is $700.
> That's a lotta stamps. I don't think this guy was joking, nor was he
> disgruntled.  Anybody else run into this?
> 
> Please reply to me, not the list. I'll report back if it was a hoax.
> 
> Regards,
> Bill Hawkins
----------------

Bill and the list,

  Don't waste time with this jerk.  Call the US Postal Inspectors and
tell them and give them his name.  He deserves what trouble he gets
into.

-- 
73' John Dilks, K2TQN 

   Please visit my OldRadio Museum
	http://www.eht.com/oldradio/museum

   Webmaster for the Antique Wireless Association
       http://www.ggw.org/awa   Click on "Page 2"
-=and=-
   for the New Jersey Antique Radio Club
       http://www.eht.com/oldradio
-

------------------------------
From: dma@islandnet.com
Message-Id: <Version.32.19990328074259.0102aab0@mail.islandnet.com>
Date: Sun, 28 Mar 1999 07:44:53 -0800
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Inrush Current Limiters
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 09:24 PM 03/26/99 -0600, Benjamin D. Hall wrote:
>At 05:10 PM 3/26/99 -0800, Scott Robinson wrote:
>>That's right.  The goody in question is a "negative temperature
>>coefficient thermistor."  It has a high resistoance when cold and
>>a low one when hot, so at first is limits the current, and then
>>heats up, allowing full power to flow.

All that I'd add to this is to be careful that the device is mounted where
there is enough room to allow the considerable heat it generates to
dissipate. These suckers do get warm! 

Jan Skirrow, VE7DJX
Duncan, British Columbia, Canada

------------------------------
Message-Id: <m10RIJQ-000WThC@mail.islandnet.com>
Date: Sun, 28 Mar 1999 07:52:36 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Jan Skirrow <dma@islandnet.com>
Subject: Re: Postal MO....
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 08:46 AM 03/28/99 -0600, Wayne & Deb Harrah wrote:

>But, there are other ones called "international" ones, that can be bought at
>the Cust. Service counters of most drug stores; cost about the same, and
>they let you write checks for them.  At least here they do, and, this isn't
>HEAVEN, it's IOWA.  Ask sometime when you're there getting your Geritol
>refill.

These MOs are sold by the likes of Fred Mayer and work very well when
paying us foreigners. USPS International MOs can only be cashed at a Post
Office, ordinary US MOs can only be cashed at a US Post Office (so far I
haven't run into the spend half here bit) but the drug store Intl MOs can
be cashed or deposited at any bank, which is very convenient for those of
us who have US$ bank accounts - highly recommended form of payment.

Jan Skirrow

------------------------------
Message-Id: <199903281715.LAA22452@jackatak.theporch.com>
From: listown@jackatak.theporch.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Posting Admin Requests
Date: Sun, 28 Mar 99 11:15:01 CST

Gang-

Please accept this periodic posting as it is intended:
A suggestion that will help everyone on the list...

If there is a problem with your email, i.e., the list suddenly stops coming
to you, or if you have problems with someone else's mail, PLEASE address
any questions to, and seek help from:

listown@jackatak.theporch.com

There is really no one on the list who can help you with a problem,
and if I don't happen to see your post, nothing will happen, except
you may irritate the other list members... needlessly.

This is *especially* true of the "XXXX YYYYY your mail is bouncing, please
send me a good address"

If your mail to this person is bouncing, in all likelihood, either you
have the address a bit wrong, or s/he isn't receiving mail from ANYWHERE
*especially* not from the list, which is delivered as "Bulk!"

Treat the list as a symposium.
In such an environment, with many folks attending who have paid to be
here, it is unlikely you would take up the symposium's resources to
solve an individual problem with your seating...

So, if you encounter a problem, PLEASE remember to send your questions
to me, the one person who can help, at:

listown@jackatak.theporch.com

Thanks for your attention
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - -
 listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Sun Mar 28 11:15:00 CST 1999

------------------------------
Message-ID: <36FE6D09.2554174A@ix.netcom.com>
Date: Sun, 28 Mar 1999 11:55:21 -0600
From: David Stinson <arc5@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: I Owe Someone Crystals
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

A while back, I asked for some help getting some 
CD discs.  Several people helped, for which I'm grateful.
One person asked for a few crystals in return.
I finally got them out of the dark, scary underworld
I call my "garage", but now I can't find the record 
I -know- that I made!  I think it was Avery, but I'm not sure.
Can the real person to whom I owe the crystals please stand up??

TNX ES 73s DE Dave Stinson AB5S
arc5@ix.netcom.com

------------------------------
Message-ID: <36FE7279.FD56FC6B@ix.netcom.com>
Date: Sun, 28 Mar 1999 12:18:33 -0600
From: David Stinson <arc5@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Getting an "ARC-5" Transmitter On the Air.
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I've had about a dozen recent requests for this,
so it's time to post it for general information again.
Copied from a letter I sent to a fellow mil-radio sufferer ;-)

If I get a few requests for power supply information,
I'll post it along with diagrams on my web site.
---------------------------------------------

I've cleaned out quite a few soldered-in rear connectors.  They're
just hollow tubes so if you have some solder wick or a solder 
sucker, you should be able to get them cleaned out....

My first "dit" on the air (1972) was a BC-459 and I've been an avid
collector ever since.  At the time, I followed all the "conversion"
articles, not knowing any better, and hacked-up quite a few.
Now I appreciate the history and romance of these old war heroes.
I've restored many and put them on the air.  My first contact with
a complete-everything-dynamotors-too 274N rig was on 75 meters.
I fed it to a Swan Mark II amp so it was kinda loud for an "ARC5" ;-).

Now I have several complete sets working.
The only un-original part is the T-17 microphone element, 
which I replaced with a telephone element.  
The T-17 elements are very insensitive, which was fine
in the cockpit of a P-47 but not good in a ham shack.

Here's a few tips they didn't tell you in the conversion books:
All the talk about TVI in these rigs is pure, unadulterated B.S.
I've done the work with an IFR COM-120 and other instruments
and it just ain't so.
I think some person just repeats what he's heard said, etc.
The output tank was never designed to tune a 50-ohm antenna.
Hams typically ended-up with zero loading coil, full coupling 
at the link, low power and too-high harmonic output. 

The correct way to tune for a 50-ohm antenna is to put 
a capacitor in series with the antenna lead before the coax.
If you don't have the external antenna switch with its 
vacuum cap, you can use a high quality 1500V or better
*NP0* cap.  It must be NP0 because the cap will dissipate
some heat and if it drifts it will detune your tank and 
cause chirp.  Just solder it in place of the lead between the 
tank link coil and the loading coil.  About 50 pf for 40 meters
and around 75 pf for 80 meters.  This will give you full output
at about 2 o'clock on the link and around 1/3 rd of the loading
coil, if memory serves.  I've made extensive measurements with
hi-tech comm equipment and the transmitters are cleaner then modern 
synth rigs when tuned properly.  You can also use a 4:1 "UNUN"
toroid.  This will eat a little power but works fine and
you get to watch the RF ammeter in the BC-442 swing ;-).

The only "modifications"  needed to a Command transmitter if you're
not going to use the whole set-up are simple and 100% restorable.
As far as I know, they were first suggested by "Boatanchor Bob."

1.  (Except this one.  He and I disagree a little here.
He's never found a bad one and I've never found a good one!
Probably because he's a nicer person then I am ;-).
Replace the three capacitors in the bathtub on the back.
Even if you think they're good, they're bad.  Trust me on this.
Leakage in this bathtub cap causes big headaches.
If you're not crazy like me (I open the bathtub, replace
the caps then seal it back), here's an easy way-
Snip-off the leads of the bathtub cap, leaving the wires intact.
Coat them with insulation.  "Liquid Tape" by GC is good and available
at most electronics parts places, or just use tubing.  
Leave the wires where they are as their distributed capacitance 
is part of the design.
Get some of those little mylar .047s from the parts house.  
They're about the size of a pencil eraser.  Trace the wires from
the bathtub to where they connect, then solder the cap between 
there and the nearest ground.

2.  Unsolder one lead from the antenna relay.  Roll the spring 
contact from the loading coil around so it's always in contact.
Either put some Cramolyn on this contact or polish it as 
detailed below.

3.  Check the selector relay and make sure that the osc. B+ 
contact makes before the 1625 cathode contact.  Carefully bend
them to make sure.  You key the rig with this relay.
Put a "spike killer" diode across the relay coil winding
(anode to positive voltage lead) to keep the inductive
kick off the filaments and keying leads.

That's it.  All the hole drilling and output hacking and
"de-TVIing" of the 50s and 60s was completely unwarranted.

If you really want to make it easy to tune and remove a 
source of possible "chirp," here's a good exercise.
This is some work but well worth the effort-

All the roller coil assembly metal parts (less screws)
are plated in silver. This gets oxidized (that black stuff).  
When you're loading the rig, you'll notice "intermittent" power
out as you roll over the gunk.  If your loading point is
cruddy with this black stuff, it will heat when you key
and change the loading enough to introduce some chirp.

Go to Wally World and get some cream silver polish.
Don't waste your money on the "dip" stuff.
Put a towel or other "parts catcher" on your bench.
Completely disassemble the roller coil unit.  
The leaf-spring contact on the coil axle (ceramic support end)
needs to go back right-side-up, so you might want to mark it
or just notice how it goes back in.
Use a linen or other lint-free cloth to polish the coil, 
roller bar, roller, axle leaf spring contact etc.  
Use a "Q" tip to polish the inside of the roller wheel as well.
Once all the crud is polished away, rinse off all the polish
with clean water and allow the parts to completely dry-
especially the coil.  Don't want water under the turns.

As you reassemble, lubricate the thumb-wheel end and thumb-wheel
axles with petroleum jelly or graphite.  Do not lube the 
ceramic-to-coil joint, but do lubricate the roller coil axle and 
leaf-spring contact with paste Cramolyn or other 
good contact lube.  Be careful not to overtighten the screws 
that are threaded into the ceramic!
Just finger-tight them and lock them in place with some 
paint or fingernail polish.  Seal the roller-bar screws
with paint as well.  Now enjoy easy tuning.

On "chirp:"  This is a classic MOPA rig.  While you can expect 
some small amount of chirp,  I've got many transmitters in which 
it is difficult to hear any at all.  I've never had one that,
after I finished restoring it, had what I call "bad" chirp.
Noticeable chirp in and "ARC-5" transmitter can usually be 
traced to a few sources.
Here they are in order of their usual appearance:

1.  Poor power supply regulation.
Your supply needs guts enough to maintain 500-600 VDC at 180 mils
and 24 VDC at about 2.5 amps.
(if you don't want to use DC on the fils, put a diode and 
filter cap at the relay)

2.  Leaky bathtub caps.  Reduces osc. drive, messes with 
B+, reduces grid bias to the 1625s.  See above.

3.  Cruddy output tuning network or antenna connections.
Anything that changes the loading- like heating the crud 
between the roller and coil- is going to pull an MOPA rig.

3.  Low under-load emission in the 1626 Osc.
Swap it out with a known-good one.

4.  Grid emission in one or both 1625s.  Especially 
noticeable in one that's been run at 800+ volts.
Swap with known good ones.

I've seen changed resistor values in the osc. stage
and misc. other stuff, but these four are the usual bandits.
While I've heard of the other mica caps going bad, I've 
worked on many dozens and never seen it happen.  I've
also never seen that custom "button" cap go bad, though
I've heard of that, too.

I hope these tips will be of value to you.

Good Luck with it!

73 DE Dave Stinson AB5S
arc5@ix.netcom.com

------------------------------
Date: Sun, 28 Mar 1999 16:07:22 -0500 (EST)
From: Bill Strangfeld <bstrang@iac.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RCA ACR-111 receiver schematic?
Message-ID: <Pine.SUN.3.93.990328160120.19340A-100000@crystal.iac.net>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


Looking for a schematic or manual copy for an RCA ACR-111
receiver.  This is a 0.54 to 32 mHz set built in 1937/38. 
It has an unusual dial mechanism and two spin tuning knobs
that look kinda like BC-348 tuning knobs. There's a tuning
eye in the upper left of the panel and a dummy tuning eye to
match on the upper right.  Any other owners of this set out
there? 

Bill Strangfeld
bstrang@iac.net


------------------------------
Date: Sun, 28 Mar 1999 16:41:20 -0500 (EST)
From: Sandra L Knepper <slkst29+@pitt.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>, owner-boatanchors@theporch.com
Subject: Re: Postal MO....
Message-ID: <Pine.GSO.3.96L.990328163908.306D-100000@unixs2.cis.pitt.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Large monetary amounts, in this case, Federal money orders can be cashed
at the bank.  Keep in mind that the smaller post office do not often have
enough cash on hand for those large money orders.  I am not offended if my
local postmaster would like me to buy stamps.  I would never think to
bring to my rural post office a money order in the amount of hundreds of
dollars.  Take it to the bank!

Dave, W3ST

------------------------------
Message-ID: <000b01be796c$9fa45b10$0201010a@nt-tlf.ampr.org>
From: "Tom Frobase" <tfrobase@ghg.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <ronwick@flash.net>
Subject: Knobs for Collins 75A4 receiver
Date: Sun, 28 Mar 1999 16:45:02 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I am looking for several knobs for a Collins 75A4 receiver.  Three midsize
with skirts and the 4to1 tuning knob.  Any help would be appreciated.

Posting this for a fellow HAM Thanks ... 73 ... tom ... N3LLL

------------------------------
Date: Sun, 28 Mar 1999 17:37:49 -0500 (EST)
From: Paul Bernhardt <bern@ppdu.nrl.navy.mil>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: RCA ACR-111 receiver schematic?
Message-Id: <Pine.A32.4.03.9903281725580.36140-100000@ppdu.nrl.navy.mil>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Bill,
  I have one of these receivers too.  The ACR-111 is briefly described on
page 452 of the latest (3rd) edition of Shortwave Receivers by Osterman.
Phil McCoy tells me that schematics are available in an early Edition of
Ryders Trouble Shooting Manual.  If I get a copy I will send you one.
Please send me a copy of any information you get and I will reimburse you.
Sincerely, Paul Bernhardt

Work:P.A. Bernhardt                Home: Paul Bernhardt, KF4FOR
     Code 6794                           5704 Ridge View Dr.
     Naval Research Laboratory           Alexandria, VA 22310
     Washington, DC 20375
Tel: 202-767-0196                        703-960-9656
FAX: 202-767-0631

On Sun, 28 Mar 1999, Bill Strangfeld wrote:

> 
> Looking for a schematic or manual copy for an RCA ACR-111
> receiver.  This is a 0.54 to 32 mHz set built in 1937/38. 
> It has an unusual dial mechanism and two spin tuning knobs
> that look kinda like BC-348 tuning knobs. There's a tuning
> eye in the upper left of the panel and a dummy tuning eye to
> match on the upper right.  Any other owners of this set out
> there? 
> 
> Bill Strangfeld
> bstrang@iac.net
> 
> 
> 

------------------------------
Message-ID: <36FED66E.33A3@erols.com>
Date: Sun, 28 Mar 1999 17:25:02 -0800
From: philip mccoy <dgnova@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re Timonium
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Went both saturday and sunday.

Both days very good. Sunday started out bad with light rain, but
cleared out. Good turnout after about 8 o'clock

Many hallicrafter S40s 
R390s present, on one, the asking price was $220
saw S36, owner asked for bids

Saw NC-240 but asking price was way out of bounds
same with National 1-10
Saw about 3 howards, all model 430

------------------------------
Message-ID: <36FED76C.56FC@erols.com>
Date: Sun, 28 Mar 1999 17:29:16 -0800
From: philip mccoy <dgnova@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re RCA ACR-111
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Bill, I tried e-mailing you but I must have got the address wrong.
Have ACR-111 and manual, can make copy for you.

Tuning knob on ACR-111 is same as BC-348 knob. RCA designed both.
ACR-155 has same knob.

Philip McCoy dgnova@erols.com

------------------------------
Message-Id: <199903282252.OAA01677@magpie.prod.itd.earthlink.net>
Subject: Rack needed
Date: Sun, 28 Mar 1999 16:52:40 -0600
From: "Joseph W. Pinner" <kc5ijd@sprintmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"

I need a rack and wonder if anyone could help or point me in the right 
direction. Obviously I would prefer something within driving range, as 
shipping would be expensive, but would consider this if necessary.

Need rack with the following specs:

  6 foot

  rear door

  ability to utilize support side rails and/or slides

  casters

If I can get something within a month, address is in Lafayette, LA. By 
middle of May, it will be Harriman, TN.

73

  
   

Joseph W Pinner +
Lafayette, LA
KC5IJD / NNN0PHR
EMail: kc5ijd@sprintmail.com 

------------------------------
Message-ID: <36FEBB7C.D4C740F9@ix.netcom.com>
Date: Sun, 28 Mar 1999 15:30:04 -0800
From: Mike Fallon <fallon@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: What kind of antenna is this?
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Fellow filamentarians of the military bent:

I have come across a Signal Corps antenna system.  I think it is a
CPN-8.  It is in a coffin-sized case about 1.5 x 1.5 x 5 feet and is
full of supports and nuts and bolts and coax. Probably weighs 200+
pounds.  Manufactured by Calvin Mfg. Corp of Chicago.

Does anyone know what this is?  Does anyone want it? Let me know by
email.

Thanks

Mike Fallon
Los Altos, CA

------------------------------
Date: Sun, 28 Mar 1999 19:21:49 -0500 (EST)
From: Sandra L Knepper <slkst29+@pitt.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Spring Cleaning
Message-ID: <Pine.GSO.3.96L.990328190934.9052E-100000@unixs3.cis.pitt.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

I am going to liquidate part of my collection that I have "treasured" for
many years now and concentrate exclusively on Collins.

I would rather not quote prices so as not to "agitate" the otherwise
overheated market, if you know what I mean.

I will provide you with a list of "suggested" prices.  Feel free to give
me your quote.  Pickup would be most appreciated.  I am about 70 miles due
east of Pittsburgh, near Johnstown, PA.  All equipment has been in storage
in my home.  The equipment is collector quality - however, you interpret
that!  Special pricing is you buy it all.

Hallicrafter SR-2000 with matching power supply that has been recapped.
Hallicrafter SX-101A Mark II (has 160 meters) (low hours, formerly used in
                             a county CD headquarters)
Hallicrafter HT-32B (low hours, formerly used in a county CD headquarters)
Hallicrafter R46B speaker (the one with the tone switch)
National NCL-2000
Johnson Ranger I (new front panel)
Johnson Ranger II (new front panel)
Johnnson Mobile Transmitter
RME 45B
Galaxy V's (3) with one matching power supply, speaker and external VFO

Hammarlund PRO-310

All equipment includes matching original manuals.

Jack, I do hope that I did not break with policy listing so much
equipment.

Incidentally, Sandy is my daughter, if you did not know.

Dave, W3ST
Publisher of the Collins Journal

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Sun, 28 Mar 1999 19:59:49 -0600
Subject: Re: RCA ACR-111 receiver schematic?
Message-ID: <19990328.200231.16606.2.jackiv@juno.com>
From: John M Iverson <jackiv@juno.com>

You will find very complete service data in the Riders Manuals.  If you
need can copy same.  Rebuilt one of these a year ago.  Have lots of
capacitors handy.     73    jack
Jack Iverson    K0EWU    jackiv@juno.com
ARRL,  IEEE LM,  RCA, AMI, ARCI, QCWA

On Sun, 28 Mar 1999 16:07:22 -0500 (EST) Bill Strangfeld
<bstrang@iac.net> writes:
>
>Looking for a schematic or manual copy for an RCA ACR-111
>receiver.  This is a 0.54 to 32 mHz set built in 1937/38. 
>It has an unusual dial mechanism and two spin tuning knobs
>that look kinda like BC-348 tuning knobs. There's a tuning
>eye in the upper left of the panel and a dummy tuning eye to
>match on the upper right.  Any other owners of this set out
>there? 
>
>Bill Strangfeld
>bstrang@iac.net
>
>
>

___________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com/getjuno.html
or call Juno at (800) 654-JUNO [654-5866]
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